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PRODUCT INFORMATION

aquadex

SmartFlow:

DUAL LUMEN EXTENDED
LENGTH CATHETER (dELC)

DESIGNED FOR USE WITH
THE AQUADEX SYSTEM
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Extension
tubes

6 Fr reverse taper for smooth
insertion

" Coil reinforcement for enhanced
kink resistance

“ Available in 2 catheter lengths
(15 cm and 11 cm insertable lengths)

dELC 11 cm

Infusion lumen
clamp (white)

ORDERING DETAILS

Approximately 1 cm
(not Inserted to help avoid kinking)

dELC 15 cm

LEARN HOW AQUADEX WORKS

PRODUCT DESCRIPTION QUANTITY
English (US) 120100
English (UK) 120200
French 120300
German 120400 Agquadex SmartFlow console 1
Portuguese 120500
Italian 120600
Spanish 120700
420000 Aquadex SmartFlow cart/ctand 1
UF 500 circuit
210102 with hematocrit LIRS
RX ONLY
MODEL PRODUCT DESCRIPTION SIZE QUANTITY INDICATION: The Aquadex SmartFlow System is indicated for: Continuous ultrafiltration therapy for
temporary (up to 8 hours) or extended (longer than 8 hours in patients who require hospitalization) use
pual Lgm?n catheter 6 FT in adult and pediatric patients weighing 20 kilograms or more whose fluid overload is unresponsive
320101 with coil reinforcement (070in/ 1 boxof 5 to medical management, including diuretics. All treatments must be administered by a healthcare
(11 cm insertable length) 1.78 mm |.D.) provider, within an outpatient or inpatient clinical setting, under physician prescription, both of whom
having received training in extracorporeal therapies.
Dual Lumen catheter 6 Fr
114153 with coil reinforcement (0701in/ 1 boxof 5
(15 cm insertable length) 1.78 mm |.D) Aquadex SmartFlow® is a trademark of Nuwellis, Inc.
Catheter with insertion kit ofr 1 box of
3201 m . oy (070in/ 5 each
i IS Sne121S i) 178 mm D) SSC Customer Support:
s | I 1~o 1.855.786.2778
115463 Cathete.rvvlth insertion kit (070in/ 1 box of v nuwe IS Support@nuwellis.com
(15 cm insertable length) 178 mm 1.D) 5 each .
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